
BLACKHAWK 

WRENCHES 


) Tools 


& BOX TYPES * SPECIALTIES 

Catal&Cf 243 


Page Two 


QUICK-REFERENCE GUIDE TO THIS CATALOG 


BLACKHAWK 


GENERAL 
INDEX 


Subject Page | Subject _ pa 8 e 


GENERAL 

Guarantee . 2 

Reference to ‘'Items Not Avail¬ 
able for the Duration” .... 2 

Numerical Index. 3 

How to Buy Wrenches. 4 

Proper Selection of Wrenches. . . 5 

"Lock-On” Feature . 

Other Blackhawk Features. 6 

Nut and Bolt Table. 2 4 

Price List . See Separate Sheet 

SOCKET WRENCHES 

1 / 4" Square Drive, Extra Small 

Series . 8-9 

y 8 " Square Drive, Small Series. . 10-11 


SOCKET WRENCHES— Cont'd 

y 2 ” Square Drive, Standard Series 

Handles . 12-13 

Sockets. 14 

Sets . 15 

Tension Wrench . 23 

%" Square Drive, Heavy-Duty 

Series .16-17 

l" Square Drive, Extra-Heavy 

Duty Series . 18-19 

SERVICE TOOLS 

Lubrication Tools . 20 

Rim Wrenches . 20 

BOX-TYPE WRENCHES . 21 

OPEN-END WRENCHES . 21 

MASTER WRENCH SETS . 22 

TORKFLASH TENSION WRENCH 23 


BLACKHAWK 



Buy with Confidence . . . Blackhawk Wrenches are 
GUARANTEED! 

All Blackhawk Wrenches are guaranteed against defects in both material and work¬ 
manship. Free replacements or repairs will be made on all wrenches that do not 
stand up to this guarantee. 

Replacements naturally cannot be made if inspection shows that handles or sockets 
have been hammered or used with Stillson Wrenches for extra leverage — handles 
or sockets have been ground thinner or changed in design—sockets have been used 
on over or under-sized nuts—undue leverage has been exerted—or, that wrenches 
have been worn out from use or employed for purposes other than intended. 

Flat Rate Replacements of Worn Wrenches Protect 
Your Investment . . . 

Wrenches which might not get free replacement under the liberal Blackhawk Guaran¬ 
tee, are in many cases still worth money to their owner. Worn or damaged wrenches 
such as Ratchets, Brace Handles, Hinged Offsets, etc., are repaired and returned on a 
FLAT RATE charge. Blackhawk has systematized this service to supply speedy, eco¬ 
nomical repairs. Mail damaged wrenches through the Blackhawk Distributor, or 
PREPAID direct to Blackhawk with instructions, your name and return address. 



BLACKHAWK 


This Catalog Lists Only Those Items Scheduled for 
War-Time Production . . . 

To assist busy buyers in eliminating confusion and needless correspondence — this 
book does not catalog any wrench on which production is suspended “for the duration.” 

If you find that a familiar Blackhawk Wrench has been omitted from this catalog — 
check with your Blackhawk Distributor. He might still have it in his stocks even 
though it is not available at the factory. 

Selection of items for war-time production and cataloging is based on careful analysis 
of urgent war-time requirements, plus compliance with government limitation orders. 
Some wrenches — notably Blackhawk’s exclusive 7/16" double-duty series "Nugget” 
Socket Wrenches — have been temporarily discontinued because government restric¬ 
tions prevent the use of extreme high-grade alloys (such as Blackhawk’s "Hexite”) 
in wrenches produced today. 

Despite war-time difficulties, Blackhawk continues to serve with a line having the 
complete range and basic utility which has built acceptance for its Socket Wrenches, 
Box-Types, Open Ends and specialties. 
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DICTIONARY OF POPULAR WRENCH TERMS 

This page is an aid to the thousands who, during the war, are buying and 
using wrenches for the first time. The diagrams and definitions will be help¬ 
ful when ordering from this catalog, and can assist the new workman in 
requisitioning wrenches from his employer’s tool store or tool crib. 


TL 

"HANDLE" — Term 
covers socket wrench 
item against which the 
hand applies direct lev¬ 
erage. (Ratchets, braces, 
offsets, extensions, etc.) 



"SOCKET" — Term 
applies to socket wrench 
item which fits over nut 
or bolt head. Socket 
connects to drive of 
selected “handle”. 



"ATTACHMENT" — 

Miscellaneous socket 
wrench items (such as 
universal joints) which 
connect between ‘‘han¬ 
dles’’ and “sockets”. 



"BOX TYPE" — Term 
applied to wrenches hav¬ 
ing heads that com¬ 
pletely surround, or 
“box”, the nut. Heads 
and handle are integral. 



"OPEN END" — Re¬ 
ceives name because 
head, which fits the sides 
of the nut, is open on 
one end. Heads and 
handles are integral. 


WHAT IS MEANT BY THE "SQUARE DRIVE" 

OF A SOCKET WRENCH "SERIES" 

The big feature of interchangeable, quick-detachable socket wrenches is that one handle can be used 
with many different sizes of sockets. The handle has a male lug ("square drive”) which fits into a 
corresponding square female opening in the socket. 

Obviously the "square drive” of socket wrenches for small nut sizes would not be strong enough for 
large nut sizes. Likewise a square drive for heavy-duty work would be too cumbersome for small 
work. Hence, the wrench industry has standardized on several classes (or "series”) of square drives — 
with sockets, handles and attachments interchangeable within each "series.” Naturally, a V 2 ” square 
drive socket cannot be used with handle having a %" square drive (unless an adaptor is employed). 



HERE ARE THE VARIOUS "DRIVES" OR "SERIES" 


The squares below represent the actual size of the male drives and female open¬ 
ings of each series. Blackhawk has a practical numbering system for socket 
wrenches. The first numeral denotes the DRIVE in "eighths” (Example: No. 
21011 — the "2” represents 2/8” or *4" square drive). The SOCKET SIZE is 
indicated by the last two numerals which tell the size in thirty-seconds of an 
inch (Example: No. 21011 represents &£"). 


Vi 


"EXTRA- 
SMALL” or 
"MIDGET” 

Series — see 
pages 8-9. 
(20,000 Nos.) 


3 /« 


"SMALL" 

Series — see 
pages 10 - 11. 
(30,000 Nos.) 



Series. Exclusive in 
Blackhawk’s “Nugflet” 
line but not again avail¬ 
able until after the war 
because of restrictions on 
super-grade of steel re¬ 
quired. Will make %"and 
1/2" drives unnecessary. 


v; 


"STANDARD” 

Series — see 
pages 12, 13, 
14, 15 and 23. 
(40,000 Nos.) 


OF SOCKET WRENCHES 


% 


"HEAVY DUTY" 

Series — see 
pages 16 and 17. 
(60,000 Nos.) 



DUTY" Series- 
see pages 18-19. 
(80,000 Nos.) 


HOW TO SPECIFY THE TYPE OF SOCKET 



OPENING 
FOR NUT 
OR BOLT 
HEAD 


Sockets are broached to fit various 
types of nuts and bolt heads. “Sin¬ 
gle Hexagon” and “Double Hexa¬ 
gon” sockets fit HEXAGON nuts 
and bolt heads. If nuts or bolt 
heads are SQUARE, specify “Dou¬ 
ble Square” sockets. Diagrams 
(right) further explain these types. 



DOUBLE 

HEXAGON 

For easy placement 
and short “bites” on 
hexagon nuts. Should 
not be used on square 
nuts. 



SINGLE 

HEXAGON 

Design used on small 
sockets. Popular for 
s o f t-headed hexagon 
nuts. Cannot be used 
on square nuts. 



SQUARE 

For easy placement 
and short “bites” on 
square nuts. Cannot 
be used on hexagon 
nuts. 



SQUARE 

Same purpose as 
“Double Square” 
sockets. “Single 
Square” _ sockets are 
not available during 
the war. 


BLACKHAWK WRENCHES 
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HOW PROPER SELECTION OF 
WRENCHES BRINGS EXTRA 
SPEED. SAFETY AND UTILITY 

Choice of the proper wrench is an important contribu¬ 
tion to the efficiency of any workman. Bulky wrenches 
scuff up assemblies and bring fatigue; ill-fitting wrenches 
cause injury to the user; awkward wrenches slow up 
the work. As shown on this page, standard Blackhawk 
Socket Wrenches (which are quick-detachable and inter¬ 
changeable) can build up into selected combinations of 
just the right leverage, flexibility, weight and strength 
required for specific jobs. 



STUDY EACH JOB to determine what wrenches will 
be best. This is especially important when the assembly 
job involves similar, continuous operations. 



HINGED OFFSETS permit application of powerful lev¬ 
erage at a convenient angle. The drive lug is hinged to 
the handle so that angle of operation can be changed 
at any moment to avoid obstructions. 

SOCKETS vaf y j n type. As pictured above — long 
sockets, enable work in recessed spots and on long, 
protruding studs. Thin walls clear obstructions. 



MATCH THE 

JOB —Avoid un¬ 
necessary bulk 
and weight. (The 
ratchet and socket 
at the left are 
from Blackhawk’s 
midget series). 


RATCHETS are popular because of their great speed 
and convenience. When using a ratchet, it is unneces¬ 
sary to lift the socket off the nut to get another "bite.” 
The advantages of ratchets are obvious in the job pic¬ 
tured above, where-in the hard-to-reach, cramped 
quarters would make any other type of wrench awkward. 



BRACE HANDLES (sometimes called "speeders” or 
"spinners”) are fast-action tools. They bring nut spin¬ 
ning action to recessed spots. For fast assembly work, 
the brace can be used with a universal joint, enabling 
the operator to stand in any convenient position. 

EXTENSIONS give added "reach” to combinations. 



UNIVERSAL JOINTS _ 

or universal joint sockets 
— can be used for appli¬ 
cation at an angle with 
the socket. Obstructions 
often prevent direct use 
of a straight wrench. 


DON'T re | yi by habit, on 
constantly using rigid 
wrenches or big - jawed 
"ad justables." Such 
wrenches have their 
place — but oftentimes 
limit the efficiency of the 
operator because of their 
bulk, rigidity and fixed 
leverage. 




DON T design and 
build special tools un¬ 
til you investigate the 
possibility of making 
up a combination from 
standard socket 
wrenches. Thousands 
of varying combina¬ 
tions can be built from 
standard Blackhawk 
Socket Wrenches. 
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BLACKHAWK 


iXCLUSIV 
IMBINATI 
OF VITAL 
EATURE 



BLACKHAWK - STYLE 
HANDLE GRIPS look good 
and have special advantages. 
Handles give comfortable, 
firm grasp and wipe clean of 
grease and dirt—contrasted 
with ordinary wrenches hav¬ 
ing unattractive crossknurls 
that are hand-cutters and 
grease holders. 




hot-broached sockets— 

A process originated by Black- 
hawk. A vast improvement 
over cold broaching which tears 
socket interiors and invites 
cracking, rust and nut wear. 
Smooth interior finish prolongs 
life of both socket and nut— 
also makes a better fit on nut. 










"BROACHED - TOOTH" DESIGN gives super- 
strength and compactness to ratchets, Nos. 24991, 
34998, 49996, 69987, 89987 and ratchet adaptors, 
Nos. 49973, 69967 and 89986. Photo at left shows 
"under-the-cover” view of mechanism. Wedge ac¬ 
tion equalizes strain. Instant reverse. Teeth are 
broached into heat-treated alloy forging for fine 
action and unparalleled strength. 

FAMOUS "FREE WHEELING" DESIGN makes the 
No. 49997 the most refined ratchet on the market 
today. Cut-away view of small head shows rollers 
held in contact by spring-backed plunger. Free¬ 
wheeling action gives full utility to every swing— 
noiseless — no teeth — no back lash — reverses with 
flick of the wrist. Gives an infinitesmal number of 
short bites to a circle. 

TRIPLE-DUTY FOR HINGED OFFSETS. Cross hole 
in handle grip permits insertion of handle bar to 
make T or L wrench. Opening in end of grip per¬ 
mits insertion of handle bar for lengthening lever¬ 
age. These extra features are important for break¬ 
ing nuts loose and for final tightening. 


COMPACT HINGE JOINTS are an important fea¬ 
ture of Blackhawk hinged offsets—enabling real 
close quarter work. These offsets are outstanding 
because of their extremely thin throats—narrow 
hinge joints—unusual strength and perfect balance. 

TWO TOOLS IN ONE —Blackhawk sliding T 
wrenches also serve with the head positioned in 
any desired spot along the bar. A ball stop at both 
ends of the handle bar prevent the head from com¬ 
ing off when used as L wrench. Spring-backed 
ball, which engages center groove of handle bar 
to make a firm T—also holds head in other posi¬ 
tions and prevents turning from weight of socket. 


ELIMINATES SEPARATE T OR L HANDLES — A 

Blackhawk extension does double-duty service. The 
cross hole in the head takes a handle bar to make 
either a T or L wrench. Spring-backed ball holds 
bar in all positions firmly. 


NO STICK—NO JAM—NO LOSS! Further proof 
of Blackhawk’s quality design and manufacturing 
is in the patented grip construction on brace han¬ 
dles (shown by cut-away view at left). These never 
stick, jam or come off—but continue to work 
smoothly and easily for the life of the tool. 


HARDENED BEARINGS FOR SMOOTHNESS — A 

Blackhawk speeder is always a speeder—never hin¬ 
dered by a sticky grip. Arrows (left) indicate the 
hardened thrust and sleeve bearings that prolong 
life—cut down wear and prevent sticking. The grip 
is spun onto the handle—it can’t come off. 


an important note 

TO THE WAR-TIME 
WRENCH BUYER . . . 


All wrench lines today are affected by 
uniform government limitations. Yet, as 
in peace-time, wrench lines are not equal 
in either quality or design. 

Naturally, it would be easy for a wrench 
manufacturer today to use continuing ma¬ 
terial difficulties and production demands 
as reasons for unduly depreciating the 
quality and design of the product. 

But Blackhawk believes that war require¬ 
ments impose a special responsibility on 
the maker of quality wrenches! 

Consequently, while complying with all 
necessary war-time restrictions, Black¬ 
hawk pledges that the best permissible 
steels and finishes will be used, along 
with any logical design adjustments, to 
preserve as far as possible the speed, 
safety and extra utility produced exclusive¬ 
ly by Blackhawk Wrench features. 


Blackhawk Socket 
Wrenches Give You 
the Most for Your 
Investment 


cdOtfwbejtcA fates 



Important Features 
You Should Get For 
Your Wrench Dollar 

BLACK 

HAWK 

Line 

B 

Line 

C 

Line 

D 

Line 

E 

Line 

F 

Line 

G 

Thumb-Release “Lock-On” 

YES* 

* * 






Hot-Broached Sockets 

YES* 

YES 




YES 

YES 

Free-Wheeling Ratchets 

YES* 







Gripline Handles 

YES* 







Extensions drilled to make T 
or L 

YES* 


YES 



YES 


Double-Guarantee — Mfg. and 
Jobber 

YES* 


YES 

YES 


YES 

YES 

All Chips in sockets removed 

YES* 






YES 

Pear Shaped, cutback sockets 

YES* 

SOME 

SOME 



YES 

SOME 

Controlled grain size in steel 

YES* 

YES 






Exclusive special analysis steels 

YES* 







Extremely Thin, Straight Walls 

YES* 

YES 

YES 

SOME 


YES 

YES 

Socket Stop on Extensions 

YES* 

YES 

YES 

YES 

YES 

YES 

YES 

Complete Wrench Assortments 

YES* 

YES 

YES 

YES 

YES 

YES 

YES 

Indicating Light on tension 
Wrench 

YES* 

YES 






Complete socket range from 

■h” to 3 Zi" 

YES* 

YES 

YES 





* Originated by Blackhawk 
* * Only on 1” square drive 
































ONLY BLACKHAWK WRENCHES GIVE 
YOU THE SPEED AND SAFETY OF 
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THUMB-RELEASE 

LOCK-ON 

Blackhawk Wrenches are not costly — but even if they 
were, experienced wrench users say they would gladly 
pay an extra price for the Thumb-Release "Lock-On” 
feature! 

"Lock-On” saves time and temper. Sockets cannot stick 
in tight places, drop or slip off to cause damage or in¬ 
jury — a safety feature on overhead work or where 
sockets and attachments would cause extensive damage 
and loss of time if dropped in mechanism. This patented 
feature makes work fast, safe and sure. Thumb-Release 
"Lock-On” should not be confused with ordinary friction- 
ball grips or set-screw devices. Study the principle of 
"Lock-On” as described below — and, for the sake of 
your convenience and workmanship, insist that your 
socket wrenches have this patented feature! 

Thumb-Release "Lock-On” is furnished in the war-time 
series of l/ 2 ", %" and 1" square drives. 



LOCK-ON Clicks Sockets, Handles 
and Attachments Into ONE SOLID 
TOOL . . . 


. . . Easily Disengaged by Press¬ 
ing the "Thumb-Release" Button! 


HOW LOCK-ON WORKS 


TO LOCK THE SOCKET 
ON THE HANDLE simply 
line up the "Thumb- 
Release" button in the 
socket wall with the 
"Lock-On" plunger of 
the handle. Then slide 
the socket and handle 
together. 


CAN'T COME 
APART ACCI¬ 
DENTALLY—The 
"Lock-On" plun¬ 
ger is on a slant 
so that the 
socket easily 
slides onto the 
drive. The spring 
then holds the 
plunger in sure- 
grip position. 





TO RELEASE —Hold 
socket and handle as 
at left — press the 
"Thumb-R e lease" but¬ 
ton—and pull the sock¬ 
et off the handle. Cross- 
section above shows 
why the built-in "Thumb- 
Release" button can ac¬ 
complish this action. 



AVIATION has been especially 
quick to recognize the import¬ 
ance of "Lock-On.” When using 
ordinary wrenches, it frequently happens that 
a mechanic will "pull away” from a job with 
the wrench handle in his grasp but with the 
socket left sticking on the nut. "Lock-On” pre¬ 
vents this and all the trouble and damage that 
such lost and "left-behind” sockets can cause. 
(Above)—A mechanic checks the engine on a 
North American B-25 Billy Mitchell bomber, 
using a Blackhawk Wrench. 

(Photo—Courtesy. North Amer. Aviation, Inc.) 
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BLACKHAWI 



SQUARE 

DRIVE 



24991 




24995 

... ' 




24996 

— 


24997 


3/16 


24999 

7/32 


1/4 


21006 


21007 


21008 


9/32 


21009 


5/16 


21010 


11/32 


21011 


3/8 


7/16 


21012 


21014 


EXTRA-SMALL 
[ MIDGET 1 SERIES 

SOCKET WRENCHES 


Blackhawk’s Midget Wrenches — called "NUGGIES” 
— are outstanding in their class because they are de¬ 
signed, produced and finished with the same care and 
precision given to larger Blackhawk Wrenches. Despite 
their small size, the sockets are broached sharp and clean 
—handles are trim, balanced and remarkably strong. 
These 1/^" square drive handles have a friction ball built 
into the drive end, to grip sockets firmly. 

24991 REVERSIBLE MECHANICAL RATCHET 

This midget ratchet is only 4i/ 2 " long and its tiny head has a 
diameter of 34". Made with the same care and precision of 
large Blackhawk ratchets in the famous “broached tooth” 
design. Its teeth are broached into the alloy forging for fine 
action and great strength. Wedge action equalizes strain within 
the head. Instant reverse. 

24995 GRIP HANDLE 

Has white plastic grip with comfortable, efficient knurls. Steel 
shank has longitudinal knurling to prevent fingers from slipping 
when exerting twirling pressure. 5" lohg. 

24996 EXTENSION 

Head has *4" square drive opening for assembly with ratchet, 
hinged offset or grip handle. Head is also cross drilled so that 
the No. 24997 handle bar can be inserted to make a T or L 
combination. Spring-backed ball in cross hole firmly grips 
handle bar combination. The No. 24996 extension is 5" long. 

24997 HANDLE BAR 

For insertion in cross-holes of the 1 / 4" square drive hinged 
offset or extension to make T or L combination. Center groove 
engages spring-backed ball in the cross holes — to make secure 
T combination. Handle bar has ball-stop to prevent slipping 
through cross holes. 4" long. 


24999 HINGED OFFSET 

Has same features which are built into larger Blackhawk 
hinged offsets — perfect balance — narrow hinge joint — thin 
throat — great strength — cross hole for use with handle bar. 
5" long. 


SINGLE HEXAGON SOCKETS 


No. 

Socket 

Size 

No. 

Socket 

Size 

No. 

Socket 

Size 

21006 

A" 

21008 

Vi 

21010 

A" 

21007 

*" 

21009 


21011 

W 


DOUBLE HEXAGON SOCKETS 


No. 

Socket 

Size 

No. 

Socket 

Size 

21012 

%" 

21014 

A" 
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Single Hex Sockets 

21006 — tg” 

21007— 

21008— 1 / 4 " 
21009—$ 2 " 
21010 — 

21011 —W' 


Double Hex Sockets 

21012—y 8 " 

21014—tV' 

Handles 

24999 —Hinged 
Offset 

24997—Handle Bar 

N-5 Plastic Case 


The beautiful red and 
black plastic case, furnish¬ 
ed in the 10ND set, has 
patented hinges to prevent 
accidental opening of the 
cover. 


The colorful 
"Nuggies” box, 
with its shapely 
contours, is just 
the right size for 
carrying in your 
coat pocket. 


The 10 ND, which includes the N-5 plastic 
case, is shipped in a strong, fibre container. 


N - 5 PLASTIC 
CASE — 51 / 2 " 
long, 3-9/32" 
wide, 1-3/16" 
high. 


1QND SET OF 
V 4 - INCH SQUARE DRIVE 
SOCKET WRENCHES 

Here is a selected assortment of "NUGGIES” 
—chosen from the sockets and handles pic¬ 
tured on the opposite page. The 10 ND set, 
which includes the beautiful and practical 
N -5 plastic case, is extremely popular in avia¬ 
tion plants and wherever carburetor, magne¬ 
to, ignition and similar delicate assemblies 
must be produced or serviced. "NUGGIES” 
are the thinnest, lightest and toughest midget 
wrenches ever manufactured. 

CONTENTS OF 10ND 




BLACKHAWK WRENCHES 
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SMALL SERIES 

SOCKET WRENCHES 

Blackhawk’s pre-war stocks of drive wrenches 
have a "Lock-on” plunger on the male drive, requir¬ 
ing the No. 34990 release key to disengage socket 
combinations. This series, during the war, will have 
a friction ball replacing the "Lock-on” plunger — 
making the No. 34990 release key unnecessary. 




34984 


34982 



34987 34988 


34985 



30212 


30018 


9/16 


30020 


30220 



34986 


30024 


30222 
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SQUARE DRIVE l Continued I 

Wrenches Pictured on Opposite Page are Listed Below in Numerical Order 


34965 ADAPTOR — Vs" male x Vl female. Permits use 
of -V 8 " square drive sockets with l/ 2 square drive handles. 


34982 SPEEDER HANDLE— Has revolving end grip that 
cannot jam, stick or come off. Length, 18 . Sweep, 3/8 > 
Shank, 10". 


34984 EXTENSION BAR— 9 l / 2 " long. Cross-hole has built- 
in friction ball to grip center groove in handle bar when 
making T or L combinations. 3 /g" square female opening in 
one end for use with % drive handles. 


DOUBLE HEXAGON SOCKETS 


No. 

Socket 

Size 

30012 


30014 

A 

30016 

VC 

30018 

A" 


No. 

Socket 

Size 

30020 

*/ 8 " 

30022 

a" 

30024 



34985 HANDLE BAR — 7" long. Stock diameter % • 
Makes T or L wrenches when used with an extension or 
hinged offset. This bar has a friction ball on one end 
to prevent accidental disengagement of combination. 
Groove in center engages the friction ball which is buih 
into cross-hole of the extension—making an extra-firm i 
combination. 

34986 HINGED OFFSET HANDLE — 8" long. Grip is 
cross-drilled for use with handle bar. 

34987 EXTENSION BAR —5" long. Cross-hole has built-in 
friction ball to grasp handle bar when making T or L 
combinations. %" square female opening in one end for 
use with other %" drive handles. 

34988 EXTENSION BAR— 3" long. Same as No. 34987 
(above) but is shorter—making it a popular handle for 
use with the handle bar in sliding T combinations. 

34990 RELEASE KEY— Used for releasing sockets from 
3/ g " drive handles having spring-backed "Lock-On” plun¬ 
ger. Length, AA/% . 

34993 UNIVERSAL JOINT — Friction springs prevent 
"flopping” and holds the swivelling units in desired 
positions. Operates through a full 90° angle. 

34998 REVERSIBLE MECHANICAL RATCHET — New! 
Has famous Blackhawk "Broached-Tooth” ratchet design. 
Instant reverse. 18 teeth. Length overall 7”. Diameter of 
head lgV'. Has friction-ball (in place of "Lock-On” 
plunger) in its drive end. 


DOUBLE HEXAGON UNIVERSAL 
JOINT SOCKETS 


Operate through a full 90° angle. Internal friction springs 
hold the Universal Joint Socket in the selected position 
necessary to reach hard-to-get-at places. 


No. 

Socket 

Size 

30212 


30214 

A" 

30216 

Vi 

30218 

A" 


No. 

Socket 

Size 

30220 


30222 

w 

30224 



39964 ADAPTOR FOR USE WITH "NUGGET- 
SOCKETS —While war-time steel restrictions prevent 
manufacture of A" drive Blackhawk "Nugget 
Wrenches—the No. 39964 adaptor is available so 
that "Nugget” sockets now in the field can be used 
with */g" drive handles. No. 3 9964 has female 
ntiv+iivto sinA male drive. 


34964 ADAPTOR FOR USE WITH "NUGGET" 
HANDLES —Same as No. 39964 (above) but has A 
female opening and Ys" male "Lock-On” drive. 


16QD ASSORTMENT 

OF 3 /b m SQ. DRIVE WRENCHES 

Selected from wrenches pictured and 
listed on these two pages. For close work 
up to nut sizes. Popular in aviation 
and other service involving compact 
assemblies. 


CONTENTS OF 16QD 


Q Case 

34982 Speeder 

34984 9 V 2 " Exten. 

34985 Handle Bar 

34986 Hgd. Offset 

34987 5" Exten. 
34993 Univ. Joint 
34998 Ratchet 


30012 %" Dbl Hex Skt. 

30014 *" Dbl. Hex Skt. 

30016 1 / 2 " Dbl. Hex Skt. 
30018 t&" Dbl. Hex Skt. 

30020 %" Dbl. Hex Skt. 
30022 tt" Dbl. Hex Skt. 
30024 3/ 4 " Dbl. Hex Skt. 



Q CASE — Steel, enameled "Blackhawk Red.” 
20" long, 6%" wide, 1 *!" high. 


BLACKHAWK WRENCHES 
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BLACKHAWK 


STANDARD SERIES 

SOCKET WRENCHES 


''LOCK-ON” PLUNGERS and "THUMB-RELEASE” BUTTONS 
are standard on all Blackhawk l/>" square drive wrenches. Com¬ 
binations disengage by simply pressing button as illustrated. See 
page 7 for important advantages of these exclusive Blackhawk 
features. 

HANDLES AND ATTACHMENTS in the Va" Square Drive are pictured 
below and listed on the opposite page. SOCKETS in this drive are 
shown on page 14. SETS in this series are shown on page 15. 





49994 


49979 
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SQUARE DRIVE (Continued1 

Wrenches Pictured on Opposite Page are Listed Below in Numerical Order 


49973 RATCHET ADAPTOR 

Fits in between handle and socket to make reversible 
ratchet combination. Especially popular for use with 
Torque Indicators and to give close-quarter efficiency to 
speeders, offsets and T handles. Its instant-reverse ratchet 
mechanism is the same as regular Blackhawk "Broached- 
Tooth” ratchets. Has an outside diameter of only liV' and 
an overall length of 2tV'. It has 18 sturdy teeth. 


49983 SHORT EXTENSION WITH 
REVOLVING GRIP 

Center grip twirls freely. y 8 " stock diameter. 5 Vi” long. 

49985 MEDIUM HINGED OFFSET 

Has y 8 " stock diameter. 15y 8 " long. 


49975 "TORKFLASH" TENSION INDICATOR 

See page 23 for special listing. 

49977 MECHANICAL RATCHET 

(Not illustrated) Popular item for quantity quotations on 
ordnance specifications/ 10" long. Instant reverse. Sturdy 
stamped housing of heavy gauge. 

49978 UNIVERSAL JOINT 

Operates through a full 90° angle. Friction springs prevent 
"flopping” and hold this universal joint in desired positions. 

49979 SCREW DRIVER BIT & TIE ROD 

ATTACHMENT 

Is 11 / 2 " long. Has i§"x&" blade. 

49980 STUD SETTER & EXTRACTOR 

Handles Vi” to %” studs. Simplified design with only two 
parts—provides "pipe wrench” grip on studs. Gear is 
forced into contact by handle action. Teeth are milled and 
heat treated. Functions with gear flat against head or block. 

49982 SLIDING OFFSET 

Makes T or L combination. Stops at each end of bar pre¬ 
vent sliding head from coming off. Bar has center groove 
which is engaged by spring-backed ball in head—to make a 
firm T. This spring-backed ball holds the head in other 
positions as well. Handle is 11" long, has tV' stock 
diameter. 


49986 HANDLE BAR 

Has center groove to make T or L wrenches in combina¬ 
tion with hinged offsets, extensions, etc. Has stop button 
on one end to prevent accidental disengagement. stock 
diameter. 11" long. 


49990 EXTENSION BAR 

10 " long. Cross drilled to make T or L wrench when 
used with handle bar. ft" stock diameter. 

49991 ADAPTOR FOR USE WITH 
W SQUARE DRIVE HANDLES 

Has Vi” male "Lock-On” drive to connect Vi” drive sockets, 
and %" female opening to join %" drive handles. 

49994 SPEEDER HANDLE 

19 " long. Has 11" shank, 4%" sweep and l/ 2 " stock diam¬ 
eter. The comfortable ball-end grip is spun into the handle 
and cannot come off. Hardened thrust and sleeve bearings 
cut down wear and prevent sticking. 


49995 RATCHET REPLACEMENT DRIVE LUG 

For old No. 9811 ratchet. 


49996 REVERSIBLE MECHANICAL RATCHET 

IOI/ 2 " long- Small, compact head has diameter of only 1%”- 
Has sturdy Blackhawk "broached-tooth” design. Reverses 
instantly without removing socket. 


49974 ADAPTOR FOR USE WITH "NUGGET" 
HANDLES —While war-time steel restrictions pre¬ 
vent manufacture of ft" drive Blackhawk "Nugget” 
Wrenches—the No. 49974 adaptor is available so 
that "Nugget” handles now in the field can be used 
with V 2 " drive sockets. No. 49974 has ft" female 
opening and V 2 ” male "Lock-On” drive. 


39974 ADAPTOR FOR USE WITH "NUGGET" 
SOCKETS —Same as No. 49974 (above) but has Vi” 
female opening and ft" male "Lock-On” drive. 


49997 REVERSIBLE "FREE-WHEELING" 
RATCHET 

IOV 2 " long- Diameter of head, only l 5 / 8 ". This famous 
Blackhawk "free wheeling” ratchet has been service-proved 
by thousands of users. Famous for its instant reverse—full 
utility on every swing—no teeth—no backlash—noiseless 
operation. 












Fourteen 


40120 


40216 


40214 


40218 


40220 


40222 


40122 


40124 


40125 


40126 


40128 


40224 


‘40226 


40228 


40232 


40130 


40132 


40134 


40140 


40316 


40318 


40322 


40320 


40324 


40326 


40328 


40330 


40336 


40332 


Sq. Dr. Standard Series SOCKETS 

For use with handles and attachments pictured and described on the two preceding pages, 12 and 13. 


DOUBLE 

HEXAGON 


DOUBLE SQUARE 


EXTRA - DEEP 
DOUBLE HEX 


Snrkpf 


Socket 


Socket 


Socket 



No. 

Size 

No. 

Size 

No. 

Size 

No. 

Size 


Socket 

40114 

ft" 

40126 

it" 

40214 


40224 

3 /4" 

No. 

Size 

40116 


40128 

Vs” 

40216 

Vz 

40226 

it" 

40316 

1 / 2 " 

40118 

ft" 

40130 

if" 

40218 

ft" 

40228 

7 /s" 

40318 

*" 

40119 

ir 

40132 

l " 

40220 

y 8 " 

40232 

1 " 

40320 

5/ 8 " 

40120 


40134 

i*" 

40222 

14" 



40322 

it" 

40122 

»" 

40136 

w 





40324 

3/ 4 " 

40124 


40140 

11 / 4 " 





40326 

it" 

40125 

§F 







40328 

7 /s" 





All 

sockets 

pictured 

and 

40330 

40332 

if" 

1 " 





listed on this 

page are of 

40336 

iVs" 





modern THIN WALL design 





BLACKHAWK WRENCHES 
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WRENCH 
SETS 

WRENCHES IN THESE TWO 
SETS ARE DESCRIBED INDIVID¬ 
UALLY ON THE THREE PREVI¬ 
OUS PAGES 


CONTENTS OF 30CD & 17TD 


No. 

TOOLS IN SET 
Description 30CD 17TD 

49978 

Universal Joint . . . 

1 

— 

49979 

Tie Rod Bit. 

1 

— 

49983 

5V2" Extension .... 

1 

— 

49983 

15%" Hinged Offset 

1 

1 

49986 

Handle Bar . 

1 

1 

49990 

10" Extension. 

1 

— 

49994 

19" Speeder . 

1 

— 

49996 

Ratchet . 

SOCKETS 

1 

— 

40114 

ik" Double Hex . . 

1 

1 

40116 

1/2" Double Hex . . 

1 

1 

40118 

Double Hex . . 

1 

1 

40119 

W' Double Hex . . 

1 

1 

40120 

5/ 8 " Double Hex . . 

1 

1 

40122 

if" Double Hex . . 

1 

1 

40124 

3/4" Double Hex . . 

1 

1 

40125 

§£" Double Hex . . 

1 

— 

40126 

i§" Double Hex . . 

1 

1 

40128 

Vs' Double Hex, . . 

1 

1 

40130 

if" Double Hex . . 

1 

1 

40132 

1" Double Hex . . 

1 

1 

40134 

It 3 *" Double Hex. . 

— 

1 

40136 

U/g" Double Hex. . 

— 

1 

40214 

t^> " Double Square 

1 

— 

40216 

t/V' Double Square 

1 

— 

40218 

t 0 *" Double Square 

1 

— 

40220 

Vs" Double Square 

1 

— 



CA CASE (furnished in 30CD) is 20 l /&" 
long, 7%" wide, 51 / 2 " high. Sturdy steel 
construction enameled brilliant "Black- 
hawk Red.” Has carrying handle on cov¬ 
er top. 

T CASE (furnished in 17TD) is 18*4" 
long, 2%" wide, ItV' high. Packs con¬ 
tents of 17TD set with no wasted space. 
Strong — steel construction — enameled 
"Blackhawk Red." 


See page 22 for Master 
Sets containing assort¬ 
ments of wrenches se¬ 
lected from all series 



30CD 

A good all-around assortment for general work. Includes those 
y 2 ” square drive wrenches most generally required for general 
service — eight selected handles and attachments and 16 sockets 
ranging from tV' to 1" double hexagon and tV' to %" in the 
double square. Packed in the practical CA Case. 



17TD 

A very popular set of V2" square drive wrenches for emergency 
service or use as general maintenance kit — because its 13 double 
hexagon sockets cover a range from to H/g" and its hinged 
offset serves as a practical, all-purpose handle for such work. A 
handle bar is included for use in the cross-hole of the hinged 
0 ff set — to make T or L combinations for extra leverage. Packed 
in the compact T Case. 


BLACKHAWK WRENCHES 

. . - 
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BLACKHAWK 



69990 


HEAVY-DUTY SERIES 

SOCKET WRENCHES 


"LOCK-ON” PLUNGERS and 
"THUMB - RELEASE” BUT¬ 
TONS are standard on all 
Blackhawk square drive 

wrenches. Combinations disen¬ 
gage by simply pressing button 
as illustrated. See page 7 for 
important advantages of these 
exclusive Blackhawk features. 




69967 




69992 



69994 


E 


4 - 





69995 


69996 



1 































































Page Seventeen 



SQUARE DRIVE (Continued) 

Wrenches Pictured on Opposite Page are Listed Below in Numerical Order 


69967 RATCHET ADAPTOR— Fits in between handle and 
socket to make reversible ratchet combination. Used with 
a hinged offset, T combination or torque indicator. In¬ 
stantly reversible. Same principle as famous Blackhawk 
"broached tooth" ratchets. Has overall length of 
and outside diameter of 2tV". It has 24 teeth. 

69987 REVERSIBLE MECHANICAL RATCHET-18" long. 
Head has diameter of only 2A” and is liV' thick. Has 
"broached tooth" design described on page 6. It has 24 
teeth. Easily reversed by means of knurled thumb wheel. 
Grip is IV 4 " in diameter and is drilled for insertion of the 
handle bar for extra leverage. 

69989 REPLACEMENT DRIVE LUG— (not illustrated) — 
For use with old ratchet Nos. 916N and 69999. 

69990 ADAPTOR FOR USE WITH 1" SQUARE DRIVE 
HANDLES —Has %" male square drive to connect %" 
square drive sockets, and l" female opening to join 1 
square drive handles. 

69992 ADAPTOR FOR USE WITH Va" SQUARE DRIVE 
HANDLES —Has %" male square drive to connect %" 
square drive sockets, and V2" female opening to join V2" 
square drive handles. 

69994 LONG EXTENSION —Length Cross-drilled 

for use with No. 69996 handle bar in making T or L com¬ 
binations. Spring-backed ball in cross-hole grips bar firmly. 

square drive opening has "Lock-On” fitting to make 
solid combinations with other handles. 

69995 SHORT EXTENSION— Same as No. 69994 (above) 
except for length. No. 69995 is 8^/2 long. 

69996 HANDLE BAR —18" long. Fits into cross holes of 
extensions and hinged offset to make T or L combinations. 
Has center groove which seats spring-backed ball within 
these cross-holes. Ball-stop on one end to prevent slipping 
through cross-holes accidentally. Inserted into end of 
ratchet or hinged offset for extra leverage. }§" stock diam. 


14BD ASSORTMENT OF 

3/4" SQUARE DRIVE WRENCHES 

This assortment has for years proved most 
popular for heavy-duty work in assembling and 
maintaining mine machinery, industrial equip¬ 
ment and similar heavy machine units. 


CONTENTS OF 14BD 


69987 

Ratchet 

60042 

lA" 

Dbl. 

Hex 

69994 

I6V2" Extension 

60044 

l %" 

Dbl. 

Hex 

69995 

PX/i Extension 

60046 

i*" 

Dbl. 

Hex 

69997 

Sliding Offset 

60048 

H/2" 

Dbl. 

Hex 


SOCKETS— 

60052 

iy 8 " 

Dbl. 

Hex 

60034 

1*" Dbl. Hex 

60058 

hi" 

Dbl. 

Hex 

60036 

li/ 8 " Dbl. Hex 

60064 

2" 

Dbl. 

Hex 

60040 

11/4" Dbl. Hex 

CA Case 




CA CASE (furnished in 14BD)—steel—enameled 
brilliant red. 20Vs" l° n g> 7%" wide, 5Vi” high. 


69997 SLIDING OFFSET— Bar has sliding head having 
%" male drive lug for making T or L combinations. Stops 
at each end prevent head from detaching. Center groove 
engages spring-backed ball in head—making a firm T set¬ 
up. Handle is 18" long. 

69998 HINGED OFFSET— 19" long. End of grip is open 
for insertion of handle bar if necessary for extra leverage. 
Cross-hole has spring-backed ball for engaging handle bar 
in making T or L combinations. 


DOUBLE HEXAGON SOCKETS 



No. 

Socket 

Size 

No. 

Socket 

Size 

60034 

1*" 

60050 

iA* 

60036 

Ws" 

60052 

iy 8 " 

60038 

1 &" 

60054 

lli" 

60040 

W* 

60C56 


60042 

ItV' 

60058 

lit" 

60044 

1 %" 

60060 

l%" 

60046 

1 *" ■ 

60064 

2 " 

60048 

1 V 2 ” 





BLACKHAWK WRENCHES 
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EXTRA-HEAVY DUTY 

SERIES SOCKET WRENCHES 


"LOCK-ON” PLUNGERS and 
"THUMB - RELEASE” BUT¬ 
TONS are standard on all 
Blackhawk 1" square drive 
wrenches. Combinations disen¬ 
gage by simply pressing button 
as illustrated. See page 7 for 
important advantages of these 
exclusive Blackhawk features. 
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SQUARE DRIVE l Continued) 

Wrenches Pictured on Opposite Page are Listed Below in Numerical Order 


89986 RATCHET ADAPTOR 

Makes a compact ratchet combination when used with a 
socket and extension to get into recessed spots where 
regular ratchet cannot operate. Also popular for use with 
large torque indicators. Has Blackhawk’s exclusive 
"broached tooth” ratchet design. It has 28 teeth, two pawls, 
an outside diameter of 2%" and an overall length of 4l/ 2 ". 

89987 REVERSIBLE MECHANICAL RATCHET 

An unusual extra-heavy duty ratchet because it possesses 
the same refinements of smaller Blackhawk ratchets—yet, 
despite its compactness, has brute strength for toughest 
jobs. Because of demand for both a long and short type 
wrench, the ratchet is made as a head only and can be used 
with the No. 89997 handle bar inserted within the shank 
or the No. 89989 tubular handle slipped over the shank. 
Hole in shank grasps "Lock-On” plunger of handle bar. 
Lock-On plunger on ratchet shank engages tubular handle. 
Has Blackhawk’s "broached tooth” ratchet design—with 
double pawls and 28 teeth. It is 2" high and 9 ” long. 
Easily reversed by turning knurled thumb wheel. Head 
diameter is only 3Vi”« 

89989 TUBULAR HANDLE FOR RATCHET 

Used with No. 89987 ratchet as described above. 35 
long. 

89993 ADAPTOR FOR USE WITH 3 / 4 " 
SQUARE DRIVE HANDLES 

Has 1" male square drive to connect 1" square drive 
sockets, and %" female opening to join %" square drive 
handles. 


89994 REPLACEMENT DRIVE LUG 

(Not illustrated)—For use with old ratchet No. 89999* 


89995 LONG EXTENSION 

Length, 17 V 2 ". Cross-drilled for use with No. 89997 handle 
bar in making T or L combinations. Spring-backed ball 
in cross-hole grips bar firmly, l" square drive opening has 
"Lock-On” fitting to make solid combinations with other 
handles* 


89996 SHORT EXTENSION 

Same as No. 89995 (above) except for length. No. 89996 
is 8 1 //' long. 


89997 HANDLE BAR 

23" long. Used with No. 89998 head (below) to make slid¬ 
ing T combination. Also inserts into shank of 89987 rat¬ 
chet and cross-holes of extensions. Has center groove for 
engaging spring-backed ball within these cross holes. 


89998 SLIDING T HEAD AND ADAPTOR 

Used with No. 89997 handle bar for making T or L com¬ 
binations. Has spring-backed ball in cross-hole for engag¬ 
ing bar. Top of head has l" square drive female opening 
for direct attachment to extensions when extra length is 
required. 4" long. 


1" Sq. Dr. SOCKETS 

SINGLE HEXAGON 


No. 

Socket 

Size 

80060 

iVel 

80064 

2 " 

80068 

2 Vs” 

80070 

2 ft" 

80072 

2 l/ 4 " 

80076 

2 y 8 " 


No. 

Socket 

Size 

80080 

2 V 2 " 

80084 

2Vs" 

80088 

2 V 4 " 

80094 

2\\" 

80100 

3‘/ 8 " 



.-RANGE— 3 l / 8 


BLACKHAWK WRENCHES 
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LUBRICATION SPECIALS 


THE No. 151 



Adjustable to fit the majority of drain plugs, 
square or hex, male or female. Used universally 
on all transmissions, differentials, shock absorb¬ 
ers, gas tanks and vacuum tank drain and filler 
plugs. Jaws adjustable by a twist of thumb on 
knurled sleeve—not on handle grip as with ordi¬ 
nary wrenches. 9" length. Selected steel—cad¬ 
mium plated. Adjustable sockets and plugs to fit 
hex male plugs, to l 1 /^'; square male plugs, 
tV' to 1*4"; square female openings, to l". 



THE No. 152 
"MULTI-PLUG" 


One piece—handy and compact. 
Fits practically all female plugs 
on every car. Length, 8 ". Forged 
of selected steel—heat treated— 
cadmium plated. Has the follow¬ 
ing sized plugs— 3 /s", 
tV', y 2 ", tV', y 8 " square; 
hexagon. 



CROSS-TYPE RIM WRENCH 


RED CROSS-TYPE RIM WRENCH 


RIM 

WRENCHES 


Has bell shaped sockets that sneak in back of 
modern hubs. Extra-deep socket construction takes 
care of extended bolts. Selected steel—cadmium 
plated. Socket sizes, y 8 ", ft" and 7 /g" hexagon. 


A popular, sturdy, attractively-priced rim wrench from Black- 
hawk’s famous "Red Cross” series. Painted red. Extra-deep 
bell-shaped sockets in y 8 ", and %" hexagon sizes. 



No. 5401 
PRY BAR 


No. 15135 


UNIVERSAL TRUCK RIM WRENCH 



TRUCK & BUS RIM WRENCHES 

No. 5448 — p or F or< j AA Trucks, Budd-Miche- 
lin Wheels, Budd Duals, Dayton Spokesteel 
Whee/s, change-overs, and deep dual discs. 

No. 544Q —Has y g " hex opening for 1933-34 
Trucks, also 1931 and 1932 Chevrolet Trucks. 
Has square openings for rear wheel rim studs, 
and two hex openings for front and rear wheel 

U m nms. 

No. — For a u other truck, bus and trailer 


rim nuts. 

No. 5401 —p ry Bar. u se( f w £th above shanks. 


Cross-type with 6 socket sizes, 7 /g \ 1tV\ lVi”> an ^ 
li/ 2 " hexagon openings; y 8 " and W' square open¬ 
ings. Back of V/i" hex socket is broached if" 
square for AA Ford and Budd-Michelin rims. Back 
of %" hexagon opening is broached y 8 " square 
for 31-32 Chevrolet trucks. This tool handles 90 % 
of all truck rim nuts. Has 23" length—%" stock 
handles—hole in center to receive pry bar No. 5401. 


No. 

Socket Sizes 

Stock Dia. 

Length 

*5448 

i§" Sq„ ll/s" & ll/ 2 " Hex 

%" 

161/2" 

*5440 

y 8 " Sq„ %" & 11 / 4 " Hex 

%" 

i 6 */ 2 " 

*5434 

li^" & li 3 g" Hex 

Vs" 

16i/ 2 " 

5401 

Pry Bar only 

%" 

20 " 


*Does not include No. 5401 Pry Bar. 


BLACKHAWK WRENCHES 












BLACKHAWK 


BOX 

TYPES 



LONG 

DOUBLE 

OFFSETS 


No. 

Opening 

Length 

No. 

Opening 

Length 

15622 

%"x to" 

7 5 /g" 

15627 

4F'xi" 

141/4" 

15623 

l/ 2 "x *" 

8 %" 

15818 

i*"xiy 8 " 

15l/ 8 " 

15624 

%"x 44" 

9%" 

15829 

H/4"xl%" 

1tV'x15/ 8 ' 

18 V2 

15625 

15626 

y 4 "x is" 
W'x v 8 " 

ii 1 /* ' 

121/2" 

15830 

23" 


19057 SET —Contains the following 6 long double offset 
box-types packed in a cardboard box: Nos. 15622, 15623, 
15624, 15625, 15626, 15627. 


SHORT DOUBLE OFFSETS 



No. 

Opening 

Length No. 

Opening 

Length 

15612 

%"xtV' 

41/2" 15614 

y 8 "xir 

6 " 

15613 


51/4" 




19056 SET —Contains one each of the above three short 

box-types packed in cardboard box. 


ANGL - HEAD BOX TYPE 
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BLACKHAWK 

ARMSTRONG 


I OPEN 
ENDS 


75° 

ENGINEERS 1 

TYPE 


No. 

Milled 

Opening 

Overall 

Length 

Head 

Thickness 

1020 

1 / 4 " & to" 

3 " 

A" 

1721 

to" & y 8 " 

51 / 2 " 

41” 

1723 

y 8 " & A" 

51 / 2 " 

4i" 

1725 

to" & 1 / 2 " 

6i/ 2 " 

1 / 4 " 

1725B 

1 / 2 " & A" 

6i/ 2 " 

1 / 4 " 

1727 

A" & Vs" 

7 " 

to" 

1729 

Vs" & y 4 " 

8 " 


1731 

y 4 " & ii" 

91/2" 

3 / 8 " 

1027 

4§" & 44" 

7 " 


1029 

44" & IS" 

8 " 

A" 

1033A 

Vs & to" 

91/2" 

Vs" 

1037 

1 A" & H/ 4 " 

121/4" 

1 / 2 " 

1735 

1 " & ll/s" 

121/4" 

V 2 " 


8 NE SET —Contains one of the following 8 open- 
ends: Nos. 1723, 1725. 1725B, 1727, 1729, 1027, 1731 
and 1033A. 


MINIATURE OPEN ENDS 




No. 

Opening 

Length 

No. 

Opening 

Length 

15632 

3 / 8 "x to" 

73/4" 

15940 

3 / 4 "x IS" 

111/4" 

15633 

l/ 2 "x to" 

83/ 4 " 

15941 

4§"x Vs" 

123/4" 

15634 

5 /g"x 44" 

93/4" 

15942 

4S"xi" 

141/2" 


19058 SET —Contains the following 6 Angl-Heads: Nos. 
15632, 15633, 15634, 15940, 15941 and 15942, packed in card¬ 
board box. 


HALF & HALF STYLE 



No. 

Opening 

Length 

No. 

Opening 

Length 

15647 

to" 

5 " 

15650 

Vs" 

6i/ 8 " 

15648 

1/2" 

51/4" 

15651 

44" 

7 " 

15649 

to" 

53/4" 

15652 

3/4" 

8 " 


19059 SET —Contains the following 4 Half & Halfs: 
Nos. 15647, 15648, 15649 and 15650. Packed in cardboard box. 


No. 

Milled 

Opening 

Overall 

Length 

Head 

Thickness 

H-10 

to" & to" 

21/2" 

to" 

H-l 2 

Vi" & to" 

3 " 

to" 

H-l 4 

to" & 44" 

33/4" 


H-l 6 

Vs" & to" 

4*/ 8 " 

£2" 


TAPPET WRENCHES 



No. 

Milled 

Opening 

Overall 

Length 

Head 

Thickness 

420 

to" & 44 " 

8 " 

A" 

422 

1/2" & to” 

8 " 

A* 

424 

Vs" & 44" 

8i/ 2 ;; 

A" 

426 

3/4" & Vs 

9 " 

A" 


22 CB SET — Contains two each of the following 
Tappet Wrenches: Nos. 422, 424 and 426. 
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MATCHED ASSORTMENTS 

SELECTED WRENCHES 


R CASE—CLOSED 


These two sets include the most generally 
used socket wrenches in the V2” and 

square drive series—plus vital box-type 
and open-end wrenches. No trick fill-ins or 
non-essential items. (Not to be compared with 
general assortments containing miscellaneous 
non-wrench items). • 


70R 


—Contains 65 wrenches in R 
Case, as per contents listed 
below. 


90R 


—Contains 87 wrenches in R 
Case, as per contents listed 
below. 


R Case 22 Y long ’ 9ir high ’ 125/8,7 


Famous R Case is of strong, welded steel 
construction. Top cover and front-lift are one- 
hinged assembly — giving full access to 
wrenches. Tumbler lock protects contents 
against theft. R Case is scientifically designed 
for maximum utility. 


CONTENTS OF 70R A ND 90R MASTER WRENCH SETS 


No. 


TOOLS IN SETS 
Description 70R 90R 


Extra Small Series, 14 " 
Square Drive 

24997 Handle Bar.. 1 1 

24999 Hinged Offset. 1 1 

SOCKETS 

21006 3/16" Single Hex 1 1 

21007 7/32" Single Hex 1 1 

21008 1/4" Single Hex 1 1 

21009 9/32" Single Hex 1 1 

21010 5/16" Single Hex 1 1 

21011 11/32" Single 

Hex . 1 1 

21012 3/8" Double Hex 1 1 

21014 7/16" Double 

Hex _ 1 1 

N-5 Plastic Case. 1 1 

Small Series, Vs" Square 
Drive 

34982 Speeder Handle.... 1 1 

34984 91 / 2 " Extension— 1 1 

34985 Handle Bar . 1 1 

34986 Hinged Offset ...... 1 1 

34987 5" Extension _ 1 1 

34990 Release Key . 1 1 

34993 Universal Joint _ 1 1 

34998 Ratchet ..„. 1 

SOCKETS 

30012 3/8" Double Hex 1 1 

30014 7/16" Double 

Hex . 1 1 


No. 

TOOLS IN SETS 
Description 70R 90R 

30016 

1/2" Double Hex 

1 

1 

30018 

9/16" Double 




Hex . 

1 

1 

30020 

5/8" Double Hex 

1 

1 

30022 

11/16" Double 




Hex . 

1 

1 

30024 

3/4" Double Hex 

1 

1 

Standard Series, 

Vi" 



Square Drive 



49978 

Universal Joint.... 

1 

1 

49979 

Screw Driver . 

1 

1 

49983 

51 / 2 " Extension- 

1 

1 

49985 

Hinged Offset. 

1 

1 

49986 

Handle Bar. 

1 

1 

49990 

10" Extension..... 

1 

1 

49994 

Speeder Handle _ 

1 

1 

49997 

Ratchet .. 

1 

1 


SOCKETS 



40114 

7/16" Double 




Hex . 

1 

1 

40116 

1/2" Double Hex 

1 

1 

40118 

9/16" Double 




Hex . 

1 

1 

40119 

19/32" Double 




Hex . 

— 

1 

40120 

5/8" Double Hex 

1 

1 

40122 

11/16" Double 




Hex . 

1 

1 

40124 

3/4" Double Hex 

1 

1 

40125 

25/32" Double 




Hex . 

— 

1 


No. 


TOOLS IN SETS 
Description 70R 90R 


40126 13/16" Double 

Hex . 1 1 

40128 7/8" Double Hex 1 1 

40130 15/16" Double 

Hex . 1 1 

40132 1" Double Hex.... 1 1 

40134 1-1/16" Double 

Hex . 1 1 

40214 7/16" Double 

Square .- 1 1 

40216 1/2" Double 

Square . 1 1 

40218 9/16" Double 

Square . 1 1 

40220 5/8" Double 

Square . 1 1 

40224 3/4" Double 

Square . — 1 

40318 9/16" Long Db’l 

Hex . 1 1 

40326 13/16" Long Db’l 

Hex . 1 1 

40328 7/8" Long Db’l 

Hex . 1 1 

40332 1" Long Db’l Hex 1 1 

Heavy Duty Series, V 4 " 
Square Drive 

69995 8-1/2" Extension.. 1 1 

69996 Handle Bar. 1 1 

69998 Hinged Offset. 1 1 

SOCKETS 

60036 1-1/8" Db’l Hex 1 1 

60040 1-1/4" Db’l Hex 1 1 


No. 


TOOLS IN SETS 
Description 70 R 90 R 


60044 1-3/8" Db’l Hex 1 1 

60046 1-7/16" Db’l Hex 1 1 

60048 1-1/2" Db’l Hex 1 1 

60052 1-5/8" Db’l Hex 1 1 

60056 1-3/4" Db’l Hex — 1 

Short Double Offset Db'l Hex 
Box-Type Wrenches 

15612 3/8" 8C 7/16". 1 1 

15613 1/2" & 9/16". 1 1 

15614 5/8" & 11/16"— 1 1 

Long Double Offset Db'l Hex 
Box-Type Wrenches 

15625 3/4" & 25/32".... 1 1 

15626 13/16" & 7/8".... 1 1 

15627 15/16" & 1". — 1 

Tappet Open-End Wrenches 

422 1/2" 8C 9/16"...... — 2 

424 5/8" & 11/16".... — 2 

426 3/4" & 7/8".. — 2 

Open-End Wrenches 

1721 5/16" 8C 3/8".... — 1 

1725 7/16" & 1/2". — 1 

1727 9/16" 8C 5/8". — 1 

1027 19/32" & 11/16" — 1 
1731 3/4" & 13/16".. — 1 
1033A 7/8" 8C 15/16" ... — 1 

Ignition Open-End Wrenches 

H10 3/16" & 7/32".... — 1 

H12 1/4" & 9/32". — 1 

H14 5/16" & 11/32".. — 1 

H16 3/8" & 7/16"_ — 1 



























































TENSION WRENCH (Torque Indica¬ 
tor) for Use with V 2 " Square Drive 
Sockets 

The No. 49975 Blackhawk "Torkflash” has a background 
of several years’ service and has been publicly approved 
by leading airlines and other users. But never was it 
more important than now, in wartime, with the acceler¬ 
ated production of equipment requiring the utmost in 
speed, safety and performance. 

"Torkflash” is used as a popular socket wrench handle; 
and, through its ingenious design, the operator can tell 
the moment proper tension is reached when pulling. 
Eliminates human guess work. Unique light feature in¬ 
stantly signals when the bolt or nut has been pulled to 
the right tension. See other features pictured below. 

"Torkflash” is used to provide uniform and proper ten¬ 
sion of nut and bolt assemblies — to maintain compression 


— to prevent distortion, gasket blow out and bolt and 
part breakage — to preserve threads and eliminate leakage 
and waste of fuel, power, gases and liquids. 

No. 49975 TORKFLASH 

(Patent Pending — Trade Mark Registered) 

SPECIFICATIONS— V2" Lock-On square drive (used with 
sockets listed on page 14). Capacity, 133 ft. lbs. (1600 
inch-lbs.). Overall length, 17". Overall width of head, 
only fg". Packed in brilliant red and black plastic case. 


EXCLUSIVE FEATURES 


OF THE TORKFLASH 



"5-111-1" TENSION SCALE 


Has all “units of measure” found in service and instruction 
manuals. “5-in-l” scale (shown flat, above) encompasses the 
cylinder which encloses the flashlight assembly at base of han¬ 
dle grip. Cylinder is rotated by finger pressure to show de¬ 
sired scale. When no tension recommendations in either Inch- 
Pounds or Foot-Pounds are available for special jobs—simply 
determine U.S.S. or S.A.E. bolt diameter and set pointer, ac¬ 
cordingly. Scale includes guide for popular spark plug sizes. 
For checking pre-set tensions direct—simply reverse revolving 
scale unit so that pointer pulls from zero to tension of bolt. 



READING IS PRE¬ 
SET —Pointer is po¬ 
sitioned on required 
dial reading before 
pull is exerted. Tork¬ 
flash is permanently 
accurate because de¬ 
flection of its spring- 
steel shaft is meas¬ 
ured directly. 




INSTANT SIGNAL 

—Operator pulls until 
pointer flashes its 
light. No delicate 
coils, hair springs, 
friction lever devices, 
dial hook-ups or 
clicks. Dropping does 
not impair operation 
of flash signal. 


CAN BE USED 
WITH RATCHET 
ADAPTOR (No. 
49973 — pages 12- 

13) for speeding up 
nut tightening. Gives 
Torkflash all advan- 
t a g e s of indicators 
having “built-in” 
ratchets — but retains 
compactness when 
adaptor is detached. 
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BLACKHAWK WRENCHES 






















MAKE BLACKHAWK YOUR 

Headquarters for Wrenches 
and Hydraulic Equipment 

Write to Blackhawk or ask your 
Blackhawk Distributor for catalogs 
showing Hydraulic Hand Jacks, 
Service Jacks, Gauge-Equipped 
Jacks, Porto-Power Remotely-Con¬ 
trolled Jacks and assortments, Pipe 
Benders and other Blackhawk "ser¬ 
vice proved” Hydraulic Equipment. 


GUIDE TO WRENCH & SOCKET SIZES FOR BOLTS & 
NUTS ... To order wrenches use sizes in center column 


HEXAGON wrenches will 

fit: 

_l cc 

SQUARE 

wrencl 

hes wi 

II fit: 




American 

Mfrs. 

< 

Z > h- 



U.S.S. or 

Amer. 

IVIfrs. 

u.s.s. 

S.A.E. 

Stc 

. 

Std. 


U.S.S. 

Am. Std. 

Std. 

Std. 

Bolts 


Bolts 

Bolts 



uj _i 

O M Li. 

Bolts 



Bolts 


and 

Cap 

and 

and 

Cap 

Bolt 


and 

Cap 

Set 

and 

Bolt 

Nuts 

Screws 

Nuts 

Nuts 

Screws 

Heads 


Nuts 

Screws 

Screws 

Nuts 

Heads 


0 & 1 

A 

0 & 1 

2 & 3 

is 

2 & 3 


is 


4 

54 

4 

x 

X 


5 & 6 



is 

5 & 6 

8 


8 

is 

is 


10 



X 



X 

10 

54 


54 

54 

12 & 54 54 

54 

is 


is 

is 

12 & 54 



tt 

is 

54 

is 

& 


fk 


54 

54 

X 

X 



is 

M 



X 

X 

is 

X 




is 

is 

is 

X 

is 

*1 

is 


is 

iS 

X 

is 

X 

X 


X 

X 

X 



H 

is 

Vs 

H 

X 

is 




is 

§§ 



'A 

X 

is 

X 


X 


X 

X 

is 

X 

is 

it 

is 


Iff 


54 

TS 

X 

it 

54 


H 

is 

54 

X 

is 

is 

X 


X 

54 

X 

X 

is 


is 

M 




X 

X 



it 




X 

X 

TS 

i* 

T*k 


X 

tt 


X 

X 

i 

1 

X 


X 




1 is 

• X 


X 


X 

X 


IX 




X 

X 

X 

l^s 


X 

1 

X 




154 

X 

1 

154 



% i 

li B g 




X 

X 


1 X 




X 

IX 

154 

x 


1 




11 7 S 

X 


ix 


1 

i v» 


154 



154 

1 

1 

1 

1 is 


1 

IX 

1 X 




l 54 

1 




154 

154 


iu 




l X 

154 

ix 

m 


IX 


154 




lit 

154 

ix 

m 




154 

154 

ix 

HI 


IX 


IX 




2 

154 

IX 

2is 

IX 

1H 

254 


IX 


IX 




2is 

IX 

i 54 

254 




154 

154 

IX 

2is 


154 

2X 

154 

IX 

2 is 

15/« 

m 

254 


IX 

2 is 

154 

IX 

2X 




m 

1*4 

IX 

2\l 


IX 

2^4 

ix 


2 ft 





IX 


IX 

2X 

IX 

ix 

2ft 

ix 

2 

3 

2 

2 

3 is 

2 

2 

354 

2 





254 





254 

354 

254 




254 


243-444-50 

Printed in U. S. of A. 



, fy tv 


product of BLACKHAWK MFG. COMPANY, Milwaukee 1, Wis., U. S. A 

































































































